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Thinner means a liquid that is used 
to reduce the viscosity of a coating and 
that evaporates before or during the 
cure of a film. 

Thinning ratio means the volumetric 
ratio of thinner to coating, as supplied. 

Thinning solvent: see Thinner. 
Undersea weapons systems specialty 

coating means any coating applied to 
any component of a weapons system in-
tended to be launched or fired from 
under the sea. 

Volatile organic compounds (VOC) is as 
defined in § 51.100(s) of this chapter. 

Volatile organic hazardous air pollut-
ants (VOHAP) means any compound 
listed in or pursuant to section 112(b) 
of the CAA that contains carbon, ex-
cluding metallic carbides and carbon-
ates. This definition includes VOC list-
ed as HAP and exempt compounds list-
ed as HAP. 

Weld-through preconstruction primer 
(specialty coating) means a coating that 
provides corrosion protection for steel 
during inventory, is typically applied 
at less than 1 mil dry film thickness, 
does not require removal prior to weld-
ing, is temperature resistant (burn 
back from a weld is less than 1.25 centi-
meters [0.5 inch]), and does not nor-
mally require removal before applying 
film-building coatings, including inor-
ganic zinc high-build coatings. When 
constructing new vessels, there may be 
a need to remove areas of weld-through 
preconstruction primer due to surface 
damage or contamination prior to ap-
plication of film-building coatings. 

[60 FR 64336, Dec. 15, 1995, as amended at 65 
FR 62215, Oct. 17, 2000] 

§ 63.783 Standards. 
(a) No owner or operator of any exist-

ing or new affected source shall cause 
or allow the application of any coating 
to a ship with an as-applied VOHAP 
content exceeding the applicable limit 
given in Table 2 of this subpart, as de-
termined by the procedures described 
in § 63.785 (c)(1) through (c)(4). For the 
compliance procedures described in 
§ 63.785 (c)(1) through (c)(3), VOC shall 
be used as a surrogate for VOHAP, and 
Method 24 of Appendix A to 40 CFR 
part 60 shall be used as the definitive 
measure for determining compliance. 
For the compliance procedure de-
scribed in § 63.785(c)(4), an alternative 

test method capable of measuring inde-
pendent VOHAP shall be used to deter-
mine compliance. The method must be 
submitted to and approved by the Ad-
ministrator. 

(b) Each owner or operator of a new 
or existing affected source shall ensure 
that: 

(1) All handling and transfer of 
VOHAP-containing materials to and 
from containers, tanks, vats, drums, 
and piping systems is conducted in a 
manner that minimizes spills. 

(2) All containers, tanks, vats, 
drums, and piping systems are free of 
cracks, holes, and other defects and re-
main closed unless materials are being 
added to or removed from them. 

(c) Approval of alternative means of 
limiting emissions. (1) The owner or oper-
ator of an affected source may apply to 
the Administrator for permission to 
use an alternative means (such as an 
add-on control system) of limiting 
emissions from coating operations. The 
application must include: 

(i) An engineering material balance 
evaluation that provides a comparison 
of the emissions that would be 
achieved using the alternative means 
to those that would result from using 
coatings that comply with the limits in 
Table 2 of this subpart, or the results 
from an emission test that accurately 
measures the capture efficiency and 
control device efficiency achieved by 
the control system and the composi-
tion of the associated coatings so that 
the emissions comparison can be made; 

(ii) A proposed monitoring protocol 
that includes operating parameter val-
ues to be monitored for compliance and 
an explanation of how the operating 
parameter values will be established 
through a performance test; and 

(iii) Details of appropriate record-
keeping and reporting procedures. 

(2) The Administrator shall approve 
the alternative means of limiting emis-
sions if, in the Administrator’s judg-
ment, postcontrol emissions of VOHAP 
per volume applied solids will be no 
greater than those from the use of 
coatings that comply with the limits in 
Table 2 of this subpart. 

(3) The Administrator may condition 
approval on operation, maintenance, 
and monitoring requirements to ensure 
that emissions from the source are no 
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greater than those that would other-
wise result from this subpart. 

§ 63.784 Compliance dates. 
(a) Each owner or operator of an ex-

isting affected source shall comply 
within two years after the effective 
date of this subpart. 

(b) Each owner or operator of an ex-
isting unaffected area source that in-
creases its emissions of (or its poten-
tial to emit) HAP such that the source 
becomes a major source that is subject 
to this subpart shall comply within 1 
year after the date of becoming a 
major source. 

(c) Each owner or operator of a new 
or reconstructed source shall comply 
with this subpart according to the 
schedule in § 63.6(b). 

[60 FR 64336, Dec. 15, 1995, as amended at 61 
FR 30816, June 18, 1996] 

§ 63.785 Compliance procedures. 
(a) For each batch of coating that is 

received by an affected source, the 
owner or operator shall (see Figure 1 of 
this section for a flow diagram of the 
compliance procedures): 

(1) Determine the coating category 
and the applicable VOHAP limit as 
specified in § 63.783(a). 

(2) Certify the as-supplied VOC con-
tent of the batch of coating. The owner 
or operator may use a certification 
supplied by the manufacturer for the 
batch, although the owner or operator 
retains liability should subsequent 
testing reveal a violation. If the owner 
or operator performs the certification 
testing, only one of the containers in 
which the batch of coating was re-
ceived is required to be tested. 

(b)(1) In lieu of testing each batch of 
coating, as applied, the owner or oper-
ator may determine compliance with 
the VOHAP limits using any combina-
tion of the procedures described in 
paragraphs (c)(1), (c)(2), (c)(3), and (c)(4) 
of this section. The procedure used for 
each coating shall be determined and 
documented prior to application. 

(2) The results of any compliance 
demonstration conducted by the af-
fected source or any regulatory agency 
using Method 24 shall take precedence 
over the results using the procedures in 
paragraphs (c)(1), (c)(2), or (c)(3) of this 
section. 

(3) The results of any compliance 
demonstration conducted by the af-
fected source or any regulatory agency 
using an approved test method to de-
termine VOHAP content shall take 
precedence over the results using the 
procedures in paragraph (c)(4) of this 
section. 

(c)(1) Coatings to which thinning sol-
vent will not be added. For coatings to 
which thinning solvent (or any other 
material) will not be added under any 
circumstance or to which only water is 
added, the owner or operator of an af-
fected source shall comply as follows: 

(i) Certify the as-applied VOC con-
tent of each batch of coating. 

(ii) Notify the persons responsible for 
applying the coating that no thinning 
solvent may be added to the coating by 
affixing a label to each container of 
coating in the batch or through an-
other means described in the imple-
mentation plan required in § 63.787(b). 

(iii) If the certified as-applied VOC 
content of each batch of coating used 
during a calendar month is less than or 
equal to the applicable VOHAP limit in 
§ 63.783(a) (either in terms of g/L of 
coating or g/L of solids), then compli-
ance is demonstrated for that calendar 
month, unless a violation is revealed 
using Method 24 of Appendix A to 40 
CFR part 60. 

(2) Coatings to which thinning solvent 
will be added—coating-by-coating compli-
ance. For a coating to which thinning 
solvent is routinely or sometimes 
added, the owner or operator shall 
comply as follows: 

(i) Prior to the first application of 
each batch, designate a single thinner 
for the coating and calculate the max-
imum allowable thinning ratio (or ra-
tios, if the affected source complies 
with the cold-weather limits in addi-
tion to the other limits specified in 
Table 2 of this subpart) for each batch 
as follows: 

R
V m

D
s VOC

th

=
( )( ) −VOHAP limit

Eqn.  1

where: 

R=Maximum allowable thinning ratio for a 
given batch (L thinner/L coating as sup-
plied); 

Vs=Volume fraction of solids in the batch as 
supplied (L solids/L coating as supplied); 
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